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 EASY-LAY BOARD INSTALLATION 

STEP 1 
 
Sweep or vacuum all dirt and debris off surface to be 
covered. 
 

 
 
STEP 2 
  
Roll out Easy–Lay Board (recommended logo up). 
 

 
 
STEP 3 
  
Cut to desired length with utility knife. 
 

 
 

STEP 4 
  
Seal the joint with tape (use only recommended Easy–Lay 
Tape). 
 

 
 
STEP 5 
  
To reuse: sweep the surface and roll up. 
 

 
 
FOR USE ON 
 
Wood, coloured concrete, stone, marble, terrazzo, tile, 
linoleum, VCT, epoxy, etc. 
 
It is the users responsibility to determine the suitability of 
the product for the application 
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ÉTAPE 1 
 
Balayez ou aspirez toute la saleté et les débris de la surface 
à couvrir. 
 

 
 
ÉTAPE 2 
  
Déroulez Easy–Lay Board (logo vers le haut recommandé). 
 

 
 
ÉTAPE 3 
  
Coupez à la longueur désirée avec un couteau utilitaire 
 

 
 
ÉTAPE 4 
  
Scellez le joint avec du ruban adhésif (utilisez uniquement 
le ruban Easy–Lay recommandé) 
 

 

 
ÉTAPE 5 
  
Pour réutiliser: balayez la surface et roulez. 
 

 
 
 
POUR UNE UTILISATION SUR 
 
Bois, béton coloré, pierre, marbre, terrazzo, tuile, 
linoléum, VCT, époxy, etc. 
 
Il est de la responsabilité des utilisateurs de déterminer si 
le produit est adapté à l’application 
 
 
 


